
Fast

Pro fessional calibration technology A2C
-Absen 2nd Generation Calibration Technology.

-Perfectly matching panels produced within 12 months.

Pro fessional image representation
-High refresh allows for flawless shooting by professional camera.

-High grayscale delivers full image details even in low brightness condition.
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10kg

Replace modules, unnecessary to easy calibration

Seamless mosaic with adjustable brightness and color temperature

Thin & light weight panels quick maintenance

MAC



A3Pro

A3Pro

Refresh rate ≥ 2000Hz Refresh rate ＜ 2000Hz

High grayscale in low brightness condition

Dynamic content delivered without ghost line or tailing

Up to 2000Hz refresh rate

Applications:
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rate Aluminum

10 kg

Specifications

A3pro Panel Ratio Panel QTY.
Size
(㎡)

Dimension
(WxH)m

Pixel resolution
Total weight

(kg)
Power

(Max. Watts)

4x3 4:3 12 3 2x1.5 512x384 120 1620

8x6 4:3 48 12 4x3 1024x768 480 6480

12x9 4:3 108 27 6x4.5 1536x1152 1080 14580

16x12 4:3 192 48 8x6 2048x1536 1920 25920

5x3 16:9.6 15 3.75 2.5x1.5 640x384 150 2025

7x4 16:9.1 28 7 3.5x2 896x512 280 3780

9x5 16:8.9 45 11.25 4.5x2.5 1152x640 450 6075

10x6 16:9.6 60 15 5x3 1280x768 600 8100

12x7 16:9.3 84 21 6x3.5 1536x896 840 11340

14x8 16:9.1 112 28 7x4 1792x1024 1120 15120

15x8 16:8.5 120 30 7.5x4 1920x1024 1200 16200

16x9 16:9 144 36 8x4.5 2048x1152 1440 19440

16:9

4:3


